BY: BJG

MD 26 1S ASSUMED TO RUN IN

TO

. INSTALL 40 FT. CLASS Il WOOD POLE WITH NEMA SIZE 5 POLE MOUNTED CABINET,

. INSTALL 40 FT. CLASS II WOOD POLE WITH 20 FT. LIGHTING BRACKET ARM WITH

. INSTALL 3/8 IN. STEEL SPAN WIRE WITH 1/4 IN. TETHER WIRE WITH LED SIGNAL HEADS

. INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT FOR POWER FEED — TRENCHED.

. STUB CONDUIT AT UTILITY POLE. BG&E TO MAKE FINAL CONNECTION.

- TYPE TI11 BARRICADE USED TO CLOSE EXISTING DN—RAMPS.. REFER TO MAINTENANCE OF

A EAST-WEST DIRECTION

LORD_BALTIMORE DRIVE
« CONSTRUCTION DETAILS

3 IN. SCHEDULE 80 RIGID PVC CONDUIT RISER, 3 IN. WEATHERHEAD., ELECTRICAL

UTILITY SERVICE EQUIPMENT. 20 FT. LIGHTING BRACKET ARM WITH 250 WATT HPS LUMINAIRE
AND PHOTOCELL., TERRA VIDEO DETECTION CAMERA AND CABLE, VIDEO DETECTION CAMERA

AND CABLE UP TO 500’ (SEE NOTE 7)., GROUND ROD AND BACKGUY AND ANCHOR ASSEMBLIES.

250 WATT HPS LUMINAIRE AND PHOTOCELL., TERRA VIDEQO DETECTION CAMERA
AND CABLE., GROUND ROD AND BACKGUY AND ANCHOR ASSEMBLIES.

AND SIGNS BETWEEN PROPOSED WOOD POLES. TRAFFIC SIGNAL HEADS SHALL REMAIN
COVERED UNTIL SIGNAL IS OPERATIONAL.

CONDUIT SHALL BE BORED UNDER EXISTING CONCRETE DRAINAGE STRUCTURE.

TRAFFIC PLANS.

. EQUIPMENT INSTALLED AS PART OF TEMPORARY INTERCONNECT PLAN. REFER TO IC-1

FOR DETAILS.

. INSTALL PROPOSED SIGN(S) ON 2 - 4”X6” WOODEN SIGN SUPPORTS (DRILLED).
. PROPOSED VIDEQ DETECTION ZONE. VIDEQ DETECTION ZONE SHALL BE POSITIONED 1° BEHIND STOP LINE.

. MICROLOCP PROBES WILL BE REPLACED IN FUTURE PHASE OF CONSTRUCTION. REFER TO IC-1 FOR DETAILS.
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NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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S0 GENERAL NOTES (CONT.)

~lw6.VIDEQ DETECTION CAMERAS USED FOR SETBACK

DETECTION MAY REQUIRE CAMERAS TO BE MOUNTED

ON AN EXTENSION POST TO ACHEIVE THE REQUIRED

CAMERA HEIGHT TO VIEW THE SETBACK DETECTION ZONES.
THE EXTENSION POST AND ANY REQUIRED MOUNTING

Lo HARDWARE SHALL BE INCIDENTAL TO THE VIDEO DETECTION
\\\?/ CAMERA. NO ADDITIONAL COMPENSATION SHALL BE MADE.

- 7.VIDEO DETECTION CAMERA ‘b’ WILL BE THE OLDER (NON-IP
<Ab BASED) STYLE CAMERA AND CABLE. THE CAMERA WILL NEED
TO INTERFACE WITH THE EXISTING VIDEO DETECTION

,{? INTERFACE EQUIPMENT IN THE CABINET FOR THE RAMP 4
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CONSTRUCTION DETAILS (CONT. ) TO CROYDON ROAD

K. INSTALL 24 INCH WHITE HEAT APPLIED PERMANENT
PERFORMED THERMOPLASTIC PAVEMENT MARKING LINE.

L.INSTALL 12 INCH WHITE HEAT APPLIED PERMANENT
PERFORMED THERMOPLASTIC PAVEMENT MARKING LINE.

M. USE EXISTING HANDHOLE.

N. USE EXISTING CONDUIT.

0. USE EXISTING CABINET.

P. PAVEMENT MARKING ARROWS. REFER TO MAINTENANCE
OF TRAFFIC PLANS FOR INSTALLATION DETAILS.

. PROPOSED VIDEO DETECTION ZONES.
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”&V GENERAL NOTES

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
\ SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY —
LABELING EACH CABLE.

2. UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC
ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR TO CONSTRUCTION

SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE

A
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CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES ;
GEOMETRIC LEGEND AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL ; APPROVALS
————————— EXISTING NOTIFY THE ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY !
PROPOSED BE RESOLVED. | %%E W Lol 74/07
‘ S : /
UTILITY LEGEND 3. THE CONTRACTOR SHALL VERIFY ALL POLE LOCATIONS PRIOR TO - AN 4 7
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